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SNT COLOR SYSTEM: the pigment mixing 

system for topcoats and stains. 
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2. TOPCOATS 
 

Our topcoats have been specially developed to ensure exceptional performance and quality. They stand 

out for their excellent surface hardness, providing increased durability, combined with outstanding 

scratch resistance — ideal for surfaces exposed to heavy use. Application is smooth and efficient, making 

work easier even under demanding conditions, while the excellent vertical hold allows for use on vertical 

surfaces without dripping. The final result features impressive gloss uniformity, excellent opacity, and a 

soft-touch feel that enhances the user’s sensory experience. 

All products presented here can be pigmented, making it possible to reproduce virtually any color shade. 

As such, they can be easily applied to any architectural project 

2.1  MATTE PU TOPCOAT HB66XX 

With a carefully developed formulation, PU Topcoat HB66XX combines a range of qualities that ensure 

superior performance and finish. It offers the perfect balance between aesthetics, protection, and ease 

of use. This enamel is ideal for application on wood and wood-based materials and can be applied over 

any type of polyurethane or polyester base. 

Code scheme: HB66XX/(color) 

Pigment with: AP001/HXX – Universal solvent paste 

Catalyse with: KLM005 

Available converters: 

Color Pigmentation Gloss (XX) 

White – H2 Max. 5% 
10 – 15 – 20 – 25 – 30 – 35 – 40 – 50 – 60 – 80 

Neutral – NTR 25% 

The color formulations introduced in the SNT COLOR SYSTEM take into account a gloss level of 25. 

2.2 HIGH GLOSS PU TOPCOAT AB1199 

 

The High Gloss PU Topcoat AB1199 was developed to provide an excellent finish. Visually, it stands out 

for its depth and intense gloss, giving a sophisticated and striking appearance. It is especially ideal for 

strong and intense colors, ensuring efficient coverage and a vibrant, long-lasting presentation. Suitable 

for application on wood and wood-based materials, AB1199 can be applied over polyurethane, acrylic, 

UV, or polyester bases. 

Code scheme: AB1199/(color) 

Pigment with: AP001/HXX – Universal solvent paste. 

Catalyse with: KLM015 or KLM014 

Available converters: 

Color Pigmentation 

White – H2 Max. 5% 

Neutral – NTR 30% 
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2.3 MATTE PU TOPCOAT HB55XX 

 

Developed to ensure superior performance and aesthetics, PU Topcoat HB55XX combines a range of 

qualities that make a difference in the final finish. This enamel is ideal for application on wood and wood-

based materials and can be applied over any type of polyurethane or polyester base. 

Code scheme: HB55XX/(color) 

Pigment with: AP001/HXX – Universal solvent paste 

Catalyse with: KLM002 

Available converters: 

Color Pigmentation Gloss (XX) 

White – H2 Max. 5% 
10 – 15 – 20 – 25 – 40 – 50 – 60 – 80 

Neutral – NTR 25% 

The color formulations introduced in the SNT COLOR SYSTEM take into account a gloss level of 25. 

2.4 ACRYLIC TOPCOAT HBULTRA11XX 

 

The Acrylic Topcoat HBULTRA11XX was designed to provide a high-performance finish, combining 

durability, aesthetics, and ease of application. Additionally, it offers excellent resistance to yellowing, 

maintaining its original appearance for much longer. This enamel is ideal for application on wood and 

wood-based materials with an acrylic base but can also be applied over other types of bases. 

Code scheme: HBULTRA11XX/(color) 

Pigment with: AP002/HXX – Solvent-based acrylic paste 

Catalyse with: KLM007 

Available converters: 

Color Pigmentation Gloss (XX) 

White – H2 Max. 5% 
20 – 25 – 40 – 50 – 60 – 80 

Neutral – NTR 25% 

The color formulations introduced in the SNT COLOR SYSTEM take into account a gloss level of 25. 

2.5 ACRYLIC VARNISH TAC33XX 

 

The Acrylic Varnish TAC33XX stands out for its high transparency, allowing the natural beauty of the wood 

to shine through. Its anti-yellowing formula ensures that the original tone remains stable over time, 

making it ideal for light woods where color fidelity is essential. With a soft-touch finish that further 

enhances the appearance, it is also perfect for open-pore coatings, preserving the texture and natural 

look of the material. This solution combines protection, aesthetics, and a high-quality final result. Ideal 

for wood and wood-based materials, TAC33XX should be applied over the FAT001 primer. 

Code scheme: TAC33XX/(color) 

Pigment with: AP002/HXX – Solvent-based acrylic paste 



SNT COLOR SYSTEM | 2025 

Catalyse with: KLM010 

Available converters: 

Color Pigmentation Gloss (XX) 

Neutral 15% 03 – 05 – 10 – 15 – 20 – 25 – 30 – 35 – 50 – 60 –65 – 80 

The color formulations introduced in the SNT COLOR SYSTEM take into account a gloss level of 25. 

2.6 WATER-BASED TOPCOAT HBW11XX 

 

The Water-based Topcoat HBW11XX combines great resistance with excellent durability, offering long-

lasting protection even under demanding conditions. Its good opacity and elasticity ensure effective 

coverage adaptable to different surfaces, without compromising the integrity of the finish. Additionally, 

it provides a soft-touch feel that delivers a more pleasant and sophisticated final experience. A balanced 

solution between technical performance and aesthetic quality. 

Code scheme: HBW11XX/(color) 

Pigment with: AP005/HXX – Universal water-based paste 

Available converters: 

Color Pigmentation Gloss (XX) 

White – H2 Max. 3% 
10 – 15 – 20 – 25 

Neutral – NTR 15% 

The color formulations introduced in the SNT COLOR SYSTEM take into account a gloss level of 20. 

3. STAINS 
 

We have available a stain catalog that covers different types of wood and applications, made from 

either water-based or solvent-based bases. 

3.1  SOLVENT-BASED STAINS 

Code scheme: SBddd/(color) 

Available pigments, dyes and bases: 

Base 

Range 

Dye or 

Paste Range 

Recommended 

Concentration 
Description 

SB017 

AP001, 

AP002, 

AP003 

Up to 15% 
Slow-drying solvent base adapted for the 

production of wipe stains, based on pastes and/or 

dyes. 
TXC001 Up to 5% 

SB034 

AP001, 

AP002, 

AP003 

Up to 15% 

Medium-drying solvent base adapted for the 

production of equalizing and/or translucent stains, 

based on pastes and/or dyes. 

SB012 TXC001 Up to 5% 

Fast-drying solvent base adapted for the 

production of dye-based stains, producing bright 

and clean colors. 
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3.2  WATER-BASED STAINS 

Code scheme: WBddd/(color) 

Available pigments, dyes and bases: 

Base 

Range 

Dye or Paste 

Range 

Recommended 

Concentration 
Description 

WB002 AP005 Up to 15% 
Slow-drying solvent base adapted for the 

production of stains, based on pastes. 

WB003 AP005 Up to 15% 
Slow-drying solvent base adapted for the 

production of wipe stains, based on pastes. 

 

 


